
 

 
       VIA PERGOLA 17                      TEL. +39 (0)185 43095           FAX +39 (0)185 456966              16039 SESTRI LEVANTE (GE) 
        P.I. 02862770100                                                                                                                                                        ITALIA 

WWW.DIELETTRICALIGURE.IT    E-mail: niki@dielettricaligure.it 

Uffici e Magazzini: 
16039 Sestri Levante (GE)  -  Via della Pergola, 17 
Tel.  0185-43095 (2 Linee)         Fax. 0185-456966 

WWW.DIELETTRICALIGURE.IT 
Sede Legale:  16120 Genova - Via Fieschi, 25/3 
 
C.F./P.I. 02862770100                          C.C.I.A.A. 301289  
Reg. Imprese 47463                        Cap. Soc. €  10.400,00 

 
 

PHENOLIC PAPER TUBE 
 

Our Cod.: TCB-TCBV 
 

These tubes are made by hot winding under pressure pure cel lu lose kraft 
paper pre- impreganted with phenol ic res in. It ’s used for mechanic l 
appl icat ion, coi l  insulat ing, cover thread rods in cores and for general 
purpose. May be varnished or raw outs ide surface. 
 

Technical character ist ics  Standards  U.M. Value   

Ø  Density  CEI g/cm3 1.10 (2) 
Ø  Water absorpt ion (3 

mm) CEI % 5 (4) 
Ø  Compress ive 

strength CEI MPa 6000 (2) 
Ø  Flexura l  s trength ⊥  

to laminat ion CEI MPa 5000 (2) 
Ø  Die lectr ics strength 

⊥  to laminat ion CEI Kv/3 mm 20 (2) 
Ø  Die lectr ics strength 

//  to laminat ion CEI KV 20 (2) 

Ø  Insu lat ing c lass CEI -- E  
Ø  Max work ing 

temperature  °C 120  
 

Ø  (2) 48h /  15-35 °C /  45-75% 
Ø  (4) 24h /  23 °C /  water 

 
N.B.: The given values are average resulting from tests and controls carried out on normal production. 

 
 
 
 
 
 
 
 
 
 
 
  


